""'_;.‘aving Block Making Machine

Dil Cylinder.

Specifications
Power

Hydraulic Tank
Hydraulic Oil
Production

Weight

Max block Thickness
Pawer Consumption
Max Pressure
Mould Area

Size of Machine

Hydraulic Operated Paving Block Making Machine with 5 H. P 3 Phase motor,

Paving Block Making Machine - TYPE - 40T

erated Paving Block Making Machine -TYPE - 70T VP

Vibro Press Hydraulic Operated Paving Block Making Machine with 5 H. P. 3 Phase

motor, Qil Cylinder & Vibration to Mould 2 H.P. 3 Phase Motor

Specifications

Power : 7.5 HP 3 Phase Motor
Hydraulic Tank : 200 Lirs.

Hydraulic Gil - 68 grade castrol
Production : 1800 o 2000 bricks/shilt
Weight g 1050 Kgs. (Approx)

Wax block Thickness ; 80 mm to 100 mm

Pawer Gonsumption : 5 Units/hr

Wlax Pressure - 70 Ton

Would Area ! 450 x 450 mm

Size of Machine : L1220 xW 750 x H 2000

5 HP 3 Phase Motor

100 Lirs.

68 grade castral

1500 to 2000 bricks/shift
950 Kgs. (Approx)

80 mm lo 100 mm

3 Units/hr

70 Ton

450 % 450 mm

L 1220 x W 750 x H 2000

Hydraulic Operated Paving Block Making Maching with 5 H. P 3 Phase mator,
0il Cylinder.

Specifications

Power ; 5 HP 3 Phase Motor
Hydraulic Tank : 60 Lirs.

Hydraulic Qil : 68 grade castrol
Production : 1500 to 20000 bricks/shift
Weight : 900 Kgs. (Approx)

Wax block Thickness : 80 mm to 100 mm

Power Consumption : 3 Units/hr

Max Pressure ; 40 Ton

Mould Area : 450 x 450 mm

Size of Machine ] L 1220 x W 750 x H 2000

Paving Block Making Machine -TYPE - 70T



Pan Mixers

Bag /1/2 bag -500 / 250 KG

A typical Design to mix fly Ash, grit cement & small granules. The propar
mixing for quality Bricks & paving Blocks is done by using machine. Stirrer
type blades & rollgr are provided to achieve the function. Heavy structural
steel used for high Durability.

Blade Type Pan Mixar

Specifications  Bag Capacity %, Bag Capacity

Power 7.5 HP 3-PhaseMotor 5 Hp 3 Phase Mator
Capacity . 450 kgs./ Batch 250 Kgs / Batch

Blade & Roller . Stirrer Type Stimer Type
Transmission © Plangtary Gear Box Planetary Gear Box
Discharge . Lever Type Lever Type

Pan Size . 5t Dlameter (1525mm) 4 t. Diameter(1220mmj
Base . Heavy Structural Steel Structural Stesl

Start Pan Wixer before Pouring Raw Material for Betler Performance

A typical Design to mix fly Ash, grit cement & small granules. The proper mixing for
quality Bricks & paving Blocks is done by using machine. Stirrer type blades & roller
are provided to achieve the function. Heavy structural steel used for high Durability.

Specifications  Bag Capacity 4 Bag Capacily
Power : 7.5 HP 3-PhaseMotor 5 Hp 3 Phase Motor
Gapacity 450 kgs./ Batch 250 Kgs / Batch

Blade & Roller : Stirrer Type Stirrer Type
Transmission o Planetary Gear Box ‘Planetary Gear Box
Discharge o Lever Type Lever Type

Pan Size o 5 ft. Diameter (1525mm) 4 1. Diameter(1220mm)
Base . Heawy Structural Steel Structural Steel

Start Pan Mixer before Pouring Raw Material for Belter Peformance

; 150 Kgs - TYPE 150 Kgs

The Lid Barrelis made of dual Mild Steel Cones. There is complete arrangement
pravided for Speed Control. Thea Lid containg leak-proof provision.

UTILITY: Fast and Accurate in Colour Mixing. Conlinuous mixer for first{Top)
layer of Mosaic Tiles and Paving Blocks.

Specifications

Power . 2 HP Single / 3 Phase Motor
Capacity . 150 kgs/ Batch

Ideal Speed © 3810 42 RPM

Machine Size . 145cmX 90 cmX 155 cm




Colour Mixer

Pan Mixer 100 kg with 2 H.P. 3 Phase Motor with Gear Box. (3 FT. Pan Dia)
A typical Design to mix grit cement & small Colour granules. The proper mixing for

quality Dasigner Paving Blocks & Tiles is dong by using Mixer . Stirrer type blades
arg provided to achieve the function. Heavy structural steel used for high Durability.

SPECIFICATION

Pawer . 2 HP 3-Phase Motor
Capacity © 100 kgs./ Batch
|deal Speed . 25 RPM

Maching Size : ;145 cm x90 cm x 155 cm

. Table Vibrator

Specifications

Size (3 ft Wx10ftL
Vibrations : 3000/ min

Power . 2 H.P Single Phase Motor
Top Plate : 5mm thigk K. 5.

Weight £ 350 kg

Rubber Moulds

o ..j;"\ _'.‘

Tile Dollar Tila Bricks Hexa Double Tri Hax Big ‘I Section Jumah Calorada

Taurus Trihex Braoks/Oxford Big Golarado Euphractus / Basil Tigris /Cross I’ Zig Zag / Unipaver




soncrete Mixers

Bag Hydraulic Hopper SHM - 1 (10/7)

Specifications

Model Type : Tilting
Capacity (unmixed) : 300 Lirs.
Capacity (mixed) : 200 Lirs.
Drum Speed (Rev./mm) : 20-22
Power Electric Motar ; SHP
Power Diesel Enging : 60HP
Production Rate ; 6.8 m’/hr
Weight : 950 Kos.

‘Mechanical Hopper SMM - 1 (10/7)

Specifications

Model Type : Tilling
Capacily (unmixed) ] 300 Lirs.
Capacity (mixed) : 200 Lirs.
Drum Speed (Rev./mm) 3 20-22
Power Electric Mator : 5H.P
Power Diesel Enging ] 6.0HP
Production Rate : 6.8 m'hr
Weight : 950 Kos.

ding Without Hopper SCMTT - 1 (10/7)& (7/5)

Specifications

Specifications C 107 7/5
Capacity (unmixed) : 300 Ltrs. 200 Lirs
Capacity (mixed) : 200 Ltrs. 150 Lirs
Drum Speed (Rev,/mm) - 20-22 RPM 20-22 RPM
Fower Electric Motor . 3HP3 Ph 2HP 3 Fh
Power Digsel Engine . G.0HP SHP

Production Rate : 6.8 m'hr.




Concrete Mixers

Specilications :
Capacity (unmixed)
Capacity (mixed)

Drum Speed {Rev./mm)
Power Electric Motor

Weight

12

;150 Lirs.

100 Lirs.

. 20-22

: 2HP1 or3Phase

or Manual Operated

o 150 Kgs.

Model) - SCMT - 1 (10/7)

Specifications

Capacity (unmixed) © 10,7 CFT {300,200 Ltr) 5m¥hr.
(1 Bag capacity mixer) without loading Hopper and whegls
G.l. Mixing drum and yoke assembly, strong steel chassis.

Power Electric Motor : 3HP 3 Ph
Power Digsel Engine © GHE
Drive : Belt Drive . Belt Drive
Weight 700 Kgs.

Specifications :

Size ;900 x 600 mm

Vibrations  : 3000/ min

Pawer . 2HR Single / 3 Phase Motor
Top Plate . 5mm thick M.S.

Weight . 130 kg




Weigh Batchers

'f Lever type concrete batcher is useful device for weighing for production of controlled concrete.
maunted on a rabustly fabricated chassis of heavy steel section with four . 5. Wheels. Lever
';}‘99‘ . mechanism is suilably designed with gearing for proper weighing. Discharge chutes provided

Y4 AN witi: fanpers are suitably designed for quick discharge of the aggregate in the mixer hopper.
Suitabia design forM15, M25 & M30.

SPECIFICATIONS OPERATION

. Scale Type 1) Capacity of the hopper -250/500kgs each
. 500 Kgs. (250 2) Level the machine propedy on platform.
Kgs. each) 3) Clean the machine regularly to get the
Mechanism . Lever Type proper weights of sand & aggrepgate.
i 22 %x1.05x%1.8 4) Put the required weights in to thepan
mirs {100 kgs., 50 kgs., & 20kgs.)As per

waight required for odd calibratian, adjust
the weight on the scale given.
{10mm=1000gms)

5) Unload the material directly in the mixer
hopper, outlet given on rear side.

Mini Lift

Capacity . 150 kgs. max.

Mator : 2HP single/3 Phase
Wire Rope : 8mm

Boom . B.51t long

Swing 380"

Bucket © BDOLx600Wx300H
Weight . 3B0 ka.

Bucket Trolley

- Tower Hoist

Capacity 21000 Kgs. Including Capacity : 7 cft.
carriage & skip Discharge : 360" in any
Prime Mover  :12.5 HP Twin cylinder direction
air cooled engine or Wheels  : Cast Iron or Fibre
10 HP Elgetric motor Wheels with Ball
Speed of Drum :30 mtrs. / minute Bearings
Skip Capacity :7 cft. . 40 mm Dia.
Brake :Meachanical liner type .5 Pipe
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