MASKO TECH ENGINEERS

Floor Style
Transmission
L ' Jacks

Adjustable head can be tilted
forward, backward, and side to
side for optimum alignment of
transmission bolt pattern & pins

Safety load-restraining chain
is vital for raising and lowering
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< User friendly 360° rotating
pumping socket for
maximum multi-directional
operation

FT] - 03
1-1/2 Ton Capacity

Four swivel casters allow easy
movement and positioning of
the transmission jack
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FTJ - 02
1 Ton Capacity

Minimum | Maximum | Handle Saddle Base Expanded Jack Size
Height Height Length Saddle Area (LXW)

FTJ-01 1/2 Ton 9 24-3/4" L 12-5/8* X 7-7/8" 17" X 9-1/4" 28-3/4" X 15"
FT1 - 02 1 Ton T 33-1/2" 14-1/8" X 7-7/8" 17" X 15-3/4" 39-3/8" X 19-1/8"
FT1-03 1-1/2 Ton 37-1/4" 29-1/2" | 18-7/8" X 10-5/8" | 24-7/8" X 19" 46-3/4" X 25-5/8"

Model Capacity




MASKO TECH ENGINEERS

Adjustable saddle for
quick adjustment for
most pan configurations

Transmission
Jacks

42003
1 Ton Capacity

| Chrome-plated rams
maximize its high reach -
Operated by a user-friendly

41003
foot pedal

1/2 Ton Capacity

Extra-wide base lowers
center of gravity and
promotes stability
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Rugged steel wheels and full
swivel ball bearing casters

40700
700 Lbs.. Capacity

41000C
1/2 Ton Capacity

A unique foot release
pedal provides controlled
lowering of load

Capacity

Height

Minimum | Maximum

Height

Saddle Base

Exp. Saddle
Area Min.

Exp. Saddle
Area Max.

Jack Size
(LXW)

40700 700 Lbs 57-1/4" 76-3/8" 9-7/8" X 9-7/8" 9-7/8" X 9-7/8" 18-7/8" X 18-7/8" | 36-1/8" X 32-5/8"
41000C T 37-3/4" 78-1/8" 11-1/2" X 11-142" | 11-1/2" X 11-1/2" | 23-3/8" X 21-1/8" | 33-5/8" X 33-5/8"
41003 36" 73-1/8" 9-7/8" X 9-7/8" 9-7/8" X 9-7/18" 18-7/8" X 18-7/8" | 34-1/2" X 34-3/8"
42003 1 Ton 48-5/8" 77-3/8" R 3 435X 3 24-1/2" X 18-7/8" | 42-1/8" X 39-1/2"




